
Introduction 

Pyrostrip 500P and 500PSS graphite seals 
are extremely effective in a wide variety 
of applications, including door edges, 
glazing in steel and timber partitions, pipe 
closure devices, air transfer grilles, aviation 
bulkheads and linear gaps.

In a situation where fire arises, the 
intumescent expands to many times its 
original volume and develops a positive 
pressure when restricted by two substrates.  
Because of its chemical composition, it also 
has a very high melting point.

 

Pyrostrip 500P and 500PSS Graphite

Features 

•	 Proven performance in numerous internationally recognised tests

•	 Suitable for both 30 and 60 minute fire resistant doors

•	 Choice of standard colours – white, brown, dark brown, black and slate 
grey

•	 Standard lengths is 2100mm

•	 Non-standard colours and lengths available on request
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Pyrostrip 500P and 500PSS can be 
supplied in the following colours and 
sizes.

Standard sizes available:
Widths: 10mm, 15mm, 20mm, 25mm, 
30mm, 38mm, 48mm

Depths: 4mm as standard

We can manufacture to any size, contact 
the sales office for further details.

Standard length available:
2100mm

Non Standard sizes:
Non standard lengths and sizes can be 
produced. Please contact our Sales Office.

Standard Colours :

Non Standard Colours:
A wide range of non standard colours 
can be produced. Please contact our 	
Sales Office.
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Ordering
All Mann McGowan products can be 
ordered directly from our sales team on:  
+44 (0) 1252 333601
or by email:
sales@mannmcgowan.co.uk

Technical Services
Mann McGowan can advise on the use 
and application of any of our products. 

We can also provide presentations or 
attend site surveys at your request.

Our quality management system is 
registered in accordance with ISO 9002 
by SGS Ltd. 

The contents of this document are copyright 
throughout the world and may not be reproduced 
without prior written permission of Mann McGowan 
Fabrications Ltd.Information in this document is 
provided for guidance and does not form part of any 
contract.
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10 x 4 500P 20 x 4 500P 25 x 4 500P

38 x 4 500P 48 x 4 500P

10 x 3 500P 15 x 3 500P 20 x 3 500P 25 x 3 500P

25 x 4 500PSS 30 x 4 500PSS

38 x 4 500PSS 48 x 4 500PSS

10 x 4 500PSS 15 x 4 500PSS 20 x 4 500PSS

10 x 2 500P 15 x 2 500P 20 x 2 500P

Pyrostrip 500P available in depths of 2, 2.5, 3, 4, 5, 7 and 14mm 
Widths of 10, 15, 20, 25, 30, 38, 48mm

Pyrostrip 500PSS available in depths of 4, 5 and 6mm 
Widths of 10, 15, 20, 25, 30, 38, 48mm

Brush pile in either black or grey, available in 5, 7 or 10mm depths

15 x 4 500P

White Brown Dark 
Brown

Black Slate 
Grey


